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Ecodesign directive
EUROPEAN COMMISSION REGULATIONS (EU) No 1254/2014
Having regard to Directive 2010/30/EU of the European Parliament and of the Council of 19 May 2010 on the indication by labelling and standard product 
information of the consumption of energy and other resources by energy related products ( OJ L 153, 18.6.2010, p. 1. ), and in particular Article 10 thereof

Reference pressure difference
SPI
Control factor and control typology

Deklarované maximální vnitřní a vnější netěsnosti (%) 

Internet address of the dismantling instructions in accordance with point 3.

Thermal efficiency of heat recovery
Maximum flow rate
Electric power input of the fan drive, including any motor 
Sound power leve  (LWA)
Reference flow rate

SEC class
Specific energy consumption (SEC)
Declared typology, accordance with Article 2 of this Regulation
Type of drive installed or intended to be installed
Type of heat recovery systém

Deklarované maximální vnitřní a vnější netěsnosti (%) 

 Internetová adresa pokynů k demontáži dle bodu 3. www.xvent.cz

  Supplier's name or trade mark
 Supplier's model idenƟfier

hladina akustického výkonu  (LWA)
referenční průtok
referenční tlakový rozdíl
SPI

faktor řízení a typologie řízení

typ pohonu, který je instalován, nebo má být instalován
typ systému ZZT
Eficiencia térmica
maximální průtok
elektrický příkon pohonu ventilátoru včetně zařízení pro 

  název nebo ochranná známka dodavatele
  idenƟfikační značka modelu používaná dodavatelem 

SEC třída
Specifická spotřeba energie pro každé klimatické pásmo; a třída SEC
deklarovaná typologie v souladu s článkem 2 tohoto nařízení


